
Automated Activation 
Non-Electric

T E C H N I C A L  B U L L E T I N  •  A A N E

www.bio-cide.com • 2650 Venture Drive, Norman, OK 73069
405.329.5556 • 405.329.2681 fax • 800.323.1398
Bio-Cide International is ISO 9001:2008 certified

Hands-Free Activation
The AANE is a cost-efficient system that eliminates the need for manual 

mixing of product and acid. The unit dilutes the activated concentrate and 
insures consistency. Requires no electricity or wiring. AANE is designed for 
users with continuous or batch requirements for activated product. AANE 
is reliable and has been proven in the field for small to large volumes of 
generated product. AANE increases efficiency by automatically refilling the 
solution reservoir with fresh active product as needed, eliminating the need 
for measuring and possibility of spills. AANE is easy to install. Only one water 
connection is required to provide activation of product to meet a wide range 
of applications.

Exceptional Chemistry • Extraordinary People • Excellent Service

A simple, convenient way to activate
OXINE and KEEPER.
• Economical 

• Eliminates need for manual mixing and dilution

• Automatically refills reservoir with active product 
   as needed

• No electricity or wiring required

• Easy to install, only one water connection required

• Options available:

Tank Sizes: 15 gallon, 55 gallon 

Accessories:  
     Spigot

     Stand
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Installation Schematic


